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numerator-e.g., 1V:2H. Slope expressions in this ordinance follow the common presentation of slopes--e.g., 2:1 with 

the metric presentation shown in parenthesis--e.g., {1V:2H). Slopes can also be expressed in "percents". Slopes 

given in percents are always expressed as {1 OO*V/H) -e.g., a 2:1 {1 V:2H) slope is a 50% slope. 

Soil. The unconsolidated mineral and organic material on the immediate surface of the earth that serves as a 

natural medium for the growth of land plants. 

Soil and Water Conservation District. A public organization created under state law as a special-purpose district 

to develop and carry out a program of soil, water, and related resource conservation, use, and development within 

its boundaries. A subdivision of state government with a local governing body, established under IC 14-32. 

Solid Waste. Any garbage, refuse, debris, or other discarded material. 

Spill. The unexpected, unintended, abnormal, or unapproved dumping, leakage, drainage, seepage, discharge, or 

other loss of petroleum, hazardous substances, extremely hazardous substances, or objectionable substances. The 

term does not include releases to impervious surfaces when the substance does not migrate off the surface or 

penetrate the surface and enter the soil. 

Storm Duration. The length of time that water may be stored in any stormwater control facility, computed from the 

time water first begins to be stored. 

Storm Event. An estimate of the expected amount of precipitation within a given period of time. For example, a 

1 0-yr. frequency, 24-hr. duration storm event is a storm that has a 10% probability of occurring in any one year. 

Precipitation is measured over a 24-hr. period. 

Storm Sewer. A closed conduit for conveying collected storm water, while excluding sewage and industrial wastes. 

Also called a storm drain. 

Stormwater. Water resulting from rain, melting or melted snow, hail, or sleet. 

Stormwater Pollution Prevention Plan (SWPPP). A plan developed to minimize the impact of storm water 

pollutants resulting from construction activities. 

Stormwater Runoff. The water derived from rains falling within a tributary basin, flowing over the surface of the 

ground or collected in channels or conduits. 

Stormwater Quality Management Plan. A comprehensive written document that addresses stormwater runoff 

quality. 
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Stormwater Quality Measure. A practice, or a combination of practices, to control or minimize pollutants 

associated with storm water runoff. 

Stormwater Drainage System - All means, natural or man-made, used for conducting storm water to, through or 

from a drainage area to any of the following: conduits and appurtenant features, canals, channels, ditches, storage 

facilities, swales, streams, culverts, streets and pumping stations. 

Strip development. A multi-lot project where building lots front on an existing road. 

Subdivision. Any land that is divided or proposed to be divided into lots, whether contiguous or subject to zoning 

requirements, for the purpose of sale or lease as part of a larger common plan of development or sale. 

Subsurface Drain. A pervious backfield trench, usually containing stone and perforated pipe, for intercepting 

groundwater or seepage. 

Surface Runoff. Precipitation that flows onto the surfaces of roofs, streets, the ground, etc., and is not absorbed or 

retained by that surface but collects and runs off. 

Swale. An elongated depression in the land surface that is at least seasonally wet, is usually heavily vegetated, and 

is normally without flowing water. Swales conduct stormwater into primary drainage channels and may provide 

some groundwater recharge. 

Temporary Stabilization. The covering of soil to ensure its resistance to erosion, sliding, or other movement. The 

term includes vegetative cover, anchored mulch, or other non-erosive material applied at a uniform density of 

seventy percent (70%) across the disturbed area. 

Tile Drain. Pipe made of perforated plastic, burned clay, concrete, or similar material, laid to a designed grade and 

depth, to collect and carry excess water from the soil. 

Topographic Map. Graphical portrayal of the topographic features of a land area, showing both the horizontal 

distances between the features and their elevations above a given datum. 

Topography. The representation of a portion of the earth's surface showing natural and man-made features of a 

give locality such as rivers, streams, ditches, lakes, roads, buildings and most importantly, variations in ground 

elevations for the terrain of the area. 
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Trained individual. An individual who is trained and experienced in the principles of storm water quality, including 

erosion and sediment control as may be demonstrated by state registration, professional certification, experience, or 

completion of coursework that enable the individual to make judgments regarding storm water control or treatment 

and monitoring. 

Urbanization The development, change or improvement of any parcel of land consisting of one or more lots for 

residential, commercial, industrial, institutional, recreational or public utility purposes. 

Water Quality. A term used to describe the chemical, physical, and biological characteristics of water, usually in 

respect to its suitability for a particular purpose. 

Water Resources., The supply of groundwater and surface water in a given area. 

Waterbody. Any accumulation of water, surface, or underground, natural or artificial, excluding water features 

designed and designated as water pollution control facilities. 

Watercourse. Any river, stream, creek, brook, branch, natural or man-made drainageway in or into which 

stormwater runoff or floodwaters flow either continuously or intermittently. 

Watershed. The region drained by or contributing water to a specific point that could be along a stream, lake or 

other stormwater facilities. Watersheds are often broken down into subareas for the purpose of hydrologic 

modeling. 

Watershed Area. All land and water within the confines of a drainage divide. See also Watershed. 

Wetlands. Areas that are inundated or saturated by surface water or groundwater at a frequency and duration 

sufficient to support, and that under normal circumstances do support, a prevalence of vegetation typically adapted 

for life in saturated soil conditions. 
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CONSIDERED AND PASSED BY THE COMMON COUNCIL OF THE CITY OF 

LEBANON, INDIANA, THIS J 3 DAY OF N Q\1€11\&« , 200_k_. 

Andrea Hester 

Atlest: Q a.£ O!zs;::: ~ 
Deborah S. Ottinger 
Clerk/Treasurer 
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